Waikerie Gliding Club
PAWNEE VH-WGC TAILWHEEL

Tyre / Tube Size:    
2.8  X  2.5     4 Ply

Wheel Bearings

2  X  Timken  A4050

Tyre Pressure

35 psi, 240 kPa

Spare Tailwheel

In Tug cupboard.  Should be stored ready to be installed.
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Dis-Assembly / Assembly Instructions, see over.

Waikerie Gliding Club

PAWNEE VH-WGC TAILWHEEL

Dis-Assembly
To Repair Puncture, Replace Tyre or Tube or Wheel Bearings.

1. Chock main wheels of Pawnee (so it wont roll forward or backwards.

2. Prepare a chair with a thick cushion on the chair seat.

(With help), Lift the tail of the Pawnee, place the chair under the lifting handles.

3. Remove the cotter pin from the castellated nut.

Remove castalled nut and washer.

4. Remove the tailwheel axle,

· Recover 4 X small washes.


        2 X Bearing Cover/Spacers


        2 X Bearings.


        2 X Large Washers

5. Clean all parts, including Wheel Hub, Axle, Castallated Nut.

6. Repair puncture etc. Inflate to 240 kPa / 35 PSI
Re-Assembly

1. Wipe clean grease into wheel bearings X 2.

2. Apply clean grease to Bearing surfaces in Wheel Hub.

3. Apply clean grease to Axle, Bearing Cover/Spacer (2) and washers (4).

4. Assemble wheel bearings into Wheel Hub + Bearing Covers/Spacers, Large Washers.
5. Engage Axle into 1st half of Wheel Yoke.

6. Install small washers X 2 onto wheel axle. (Refer to exploded view).
7. Install assembled wheel assembly (as in 4 above of Re-Assembly)).

8. Insert axle through the Wheel Hub, stop short of the 2nd half of Wheel Yoke.

9. Install 2 X small washers onto wheel axle.

10. Push wheel axle fully through.

11. Install washer X 1 )under Castellated Nut).

12. Install castellated nut, tighten until firm (don’t over-tighten).

13. Install Cotter Pin.

14. Remove chair from under rear fuselage.

15. Remove chocks.

16. Repair flat tailwheel.

Spare Cotter Pins
In Tug drawer in Office.

Grease


General purpose grease, as used to lubricate tailwheel. 

Spare Tyre / Tube
Available from AeroServices or Adelaide Merchandising.

Spare Hub

Available from AeroServices.

